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Luvia LED 120 Standard

Luvia LED 120 Premium

Luvia LED 120 
Premium

Luvia LED 120 EcoLuvia LED 120 EcoLuvia LED 120 
Standard
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Oprawy wnętrzowe Interior luminaires Oprawy wnętrzowe Interior luminaires

  

Luvia LED

Model / 
Model

Numer 
katalogowy / 

Catalogue number

Moc / 
Power

Strumień świetlny* /
Luminous fl ux*

Temperatura barwowa** / 
Colour temperature**

Waga (kg) /
Weight (kg)

Luvia LED Eco 120 97923 24 W 2500 lm / 1350 lm 3000 K / 4000 K 3,0

Luvia LED Standard 60 97922 19 W 1950 lm / 900 lm 3000 K / 4000 K 1,6

Luvia LED Standard 120 97921 37 W 3900 lm / 2000 lm 3000 K / 4000 K 3,0

Luvia LED Premium 60 97920 29 W 3050 lm / 1600 lm 3000 K / 4000 K 2,0

Luvia LED Premium 120 97919 57 W 6150 lm / 3000 lm 3000 K / 4000 K 3,8

* Dane panela LED bez klosza oraz lampy z kloszem / LED panel data without and with diff user

** Inne temperatury barwowe na życzenie / Other colour temperatures on request

Luvia LED

230V
50HzIP44 LED

  Stopień ochrony IP44 / IP44 protection rating

  Korpus wykonany z malowanej proszkowo blachy stalowej / 
Body made of powder coated sheet steel

  Klosz wykonany z PMMA (mleczny) / Lampshade made of PMMA 
(milky)

  Napięcie zasilania: 230 V 50-60 Hz / Power supply voltage: 
230 V 50-60 Hz

  Współczynnik mocy: >= 0,85 / Power factor: >= 0,85

  Całkowity pobór mocy: 19 W, 29 W (wersja 60 cm), 24 W, 37 W, 
57 W (wersja 120 cm) / Total power consumption: 
19 W, 29 W (version 60 cm), 24 W, 37 W, 57 W (version 120 cm)

  Moc świetlna: 16 W, 25 W (60 cm), 20 W, 31 W, 49 W (120 cm) /
LED source power: 16 W, 25 W (60 cm), 20 W, 31 W, 49 W (120 cm)

  Temperatura barwowa: 3000 K / 4000 K / 
Colour temperature: 3000 K / 4000 K

  Współczynnik oddawania barw: Ra>= 80 / CRI index: Ra>= 80

  Strumień świetlny lampy: 900 lm, 1600 lm (60 cm), 1350 lm, 2000 
lm, 3300 lm (120 cm) / Lamp luminous  fl ux: 900 lm, 1600 lm (60 cm), 
1350 lm, 2000 lm, 3300 lm (120 cm)

  Montaż sufi towy lub na zwieszakach / Ceiling installation 
or pendant type instalation

  Do oświetlania wnętrz w budynkach użyteczności publicznej 
oraz pomieszczeń o niewielkim zapyleniu / For illuminating in 
public utility buildings

  Zakres temperatury pracy: ta 10°C ÷ 50°C / 
Temperature working range: ta 10°C ÷ 50°C
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